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Dear Customer,
Audia Flight congratulates you and thanks you for choosing one of its products to set up your sound 
system.
The FL Three S stereo integrated amplifier has been patiently designed with the intention of being one 
of the best equipment available and capable of driving any loudspeaker system on the market today. 
This goal has been achived using all the know-how of the brand, the application of the most powerful 
techniques and the use of the best components. Its production does not suffer any compromise and 
it has been made with extreme attention and care. 
The FL Three S is an unrivalled integrated power amplifier on its category where speed, driving capa-
bility and control ability are elements close to perfection and capable of powering any speaker avail-
able on the market. You can be assured of having a device that will serve you and give you many years 
of musical enjoyment.
The FL Three S stereo integrated amplifier is very flexible too; it is possible to install optional boards 
as MM/MC phono stage and DAC. Please visit our website to see the latest news about your product.
This manual is intended to advise you and help you to get from your amp the best possible.

Safety instructions

Before you start using your FL Three S stereo integrated amplifier, please read the operating instruc-
tions and safety precautions outlined below.

1.	 Always make sure the unit is unplugged before connecting or disconnecting any other device 
of the audio system in case of intervention on these devices.

2.	 Your device comes with a three-wire power cord (AC voltage of 100 - 115 V or 230 - 245V). To 
prevent electrical shock, all three wires must be used. If your outlet does not accept the plug type 
fitted to the cord, you need an adapter and, if so, make sure it meets the required safety standards 
and, above all, establishes a connection to earth. If in doubt about the integrity of your electrical 
system call in the assistance of a qualified professional.

3.	 The use of an extension cord is not recommended for this product. If an extension is required, 
ensure its compliance with safety rules and its ability to withstand the intensity of current required 
to power your device.

4.	 Never use flammable or combustible chemicals for cleaning.

5.	 Do not attempt to open the device, in under no circumstances use it without removing all the 
packing materials or elements covering the unit.

6.	 Do not spill nor spray any liquids directly on the device.

7.	 Never push objects through openings in the unit.

8.	 Never remove a fuse.

9.	 Never replace a fuse with one of size or type than those specified.

10.	 Never attempt to repair the unit yourself. In case of problems, contact your dealer.

11.	 Never expose your device to temperatures too high or too low.

12.	 Do not leave electrical appliances within the reach of children.

13.	 Do not insert any object into the ventilation slots.
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Transport and unpacking

Do not turn the package upside down. Before opening the package, place it near the planned installing 
location.
To open cardboard package, be careful not to use sharp blades.
The package contains the FL Three S stereo integrated amplifier, a detailed instruction manual, a 
power cord and a remote control with screwdriver.
We recommend you to keep packaging for future shipping. If unit will be packed again, be sure to 
locate again all internal packing components. Audia Flight will be not considered responsible for any 
accident or damage to things or persons, resulting from future poor packaging.

Location

Choose a location that can support the heavy weight of your device. In order to dissipate heat, let 
free a space of at least 10 cm around the amplifier, so that ventilation could happen naturally. Move 
it away from sources of heat or vibration, do not expose it to direct sunlight. Do not locate the unit 
close to electroluminescent light sources because they can cause troubles with the remote control 
working. Make sure it is close to the source components so that the length of connecting cables is as 
short as possible. In the case sources are not close to the FL Three S, it is preferable to use balanced 
interconnection cables.

Input connections

Before connecting any device, make sure that are all turned off.
FL Three S  stereo integrated amplifier has 5 stereo inputs:
• 4 inputs (INPUT 1, INPUT 2, INPUT 3 and INPUT 4) are unbalanced RCA format.
• 1 input (INPUT 5) is balanced XLR format.
Highest quality cables are recommended for these connections.
The polarity of the pin XLR input is shown on the diagram below:

Running in

The unit has already been run for about 50 hours, during which conformity and operating tests are 
also carried out; for the best performance we advice you to go on with the running for 100 hours 
more. Remember that for “running in” is meant operating presence of signal.



Output connections

Connect each speaker by appropriate cables to output terminals, at the rear of FL Three S stereo in-
tegrated amplifier, ensuring that the polarities are the same on both channels. Terminals are colored 
to assist in polarity identification.
The insulated terminals accept all the endings: banana plugs, bare wires or forks.
The use of speaker cables of the highest quality is strongly recommended.

Warning: never connect together the left positive output binding post with the right positive 
output binding post.

Preamplifier section has one Unbalanced RCA outputs.
The use of interconnect cables of the highest quality is strongly recommended.
Moreover, it is available also a pair of RCA output labeled “REC”. It is a fixed level output, so the signal 
of the selected input, can be connected to a recording device.
Do not short-circuit the REC output, as the pre outputs, balanced and unbalanced. Never connect the 
left and right outputs together, it can damage the circuitry of the Class A output stage.
It is also possible to connect dynamic headphones to the connector located on the front panel. To 
listen to music on the headphones only, push the “SPK off” button. Display shows “SPK”. Do not 
short-circuit the output of the headphones, never connect the left and right outputs together, it can 
damage the circuitry of the output stage.

Communications between Audia Flight and other brands

On the rear of FL Three S stereo integrated amplifier you find a pair (output/input) of 3.5 mm jack plug 
for trigger use.
This connection allows devices from different manufacturers have adopted this mode of communica-
tion to control on/off or standby function simultaneously.
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AC mains connection 

Make sure that mains voltage of your unit is suitable to mains voltage of your home. You can find 
this value on the rear of the unit. Plug the power cord supplied on the rear socket of FL Three S and 
then switch on in “I” position. The led in center of front panel now lights in amber color, indicating the 
standby state. The device is ready for operating after pressing the “ON” key (located on front panel or 
on remote control).

For proper functioning and safety of persons and things, it is essential that your system to be 
fitted with an effective earth connection, whose absence may cause malfunction.
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Protections

For your and amplifier safety, FL Three S stereo integrated amplifier is provided with electronic pro-
tection systems that may be involved in following circumstances:
• excessive temperature of output stage
• excessive output current (in case of short circuit or load impedance too low)
• detection of a DC voltage on the output
• detection of power supplies fault

Protection intervention has a protective effect of stopping amplifier and its nature is indicated on dis-
play.
In any case, turn power off by rear switch, wait few minutes and switch on unit again. If problem per-
sists, contact your dealer or distributor.

Functions and controls

The display shows on the first line selected input. Knob on the front panel adjusts the volume.

• On / Off
By pressing “ON” button, FL Three S changes 
status, from ON to OFF (stand-by) or vice versa. 
Led on front panel is amber when stand-by sta-
tus, blue when active status.
To turn unit off completely it is necessary to 
commutate the rear switch in “O” position.

• Input selector
By pressing “INPUT+” or “INPUT-” button on 
front panel, input selection is activated. Func-
tion is available also on the remote by pressing 
“INPUT” and then “+” or “-”.

• Mute
By pressing “MUTE” button, volume gradual-
ly decreases to minimum level and “MUTE” is 
shown on the display. Pressing again the but-
ton, volume gradually returns to previous value.
Key and function are available on the remote.

• SPK off
By pressing “SPK off” button, output will be ac-
tivated or deactivated. If output is deactivated, 
Display shows “SPK”. 
This function is NOT available on the remote.
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• Brightness of the display
By pressing « DIM » on remote control, display 
shows current brightness setting (1 by default). 
By using « - » display shows 1 or 0 (screen 
brightness off). Any action will activate screen 
for few seconds.

Advanced functions
These functions, all activated with the “SET” button on remote control or “SET” button on front panel, 
will enable you to modify  operation status of your integrated amplifier; after pressing “SET”, you se-
lect choice with “+” or “—“ push button on remote control  or “INPUT +” or  “INPUT —” button on front 
panel and then again press “SET” button.
To go back in the menu, press “ DIM” button on remote control or “SPK OFF” button on front panel.

All changes are stored and remain in the memory even in absence of power.

• Set monitor
When active, you can use this input to listen (“to 
monitor”), through the speakers, what you are 
recording at the “rec out” output. 
To activate or deactivate this function, push and 
hold the “INPUT— “ button on front panel, so 
push and release “INPUT+“ button on front pan-
el and release “INPUT— “ button on front panel.

• Set name input

With this function, the user can modify 
the display representation of different 
inputs (1 – 5), so you can write, for ex-
ample, the name of source for each in-
put with a maximum of 8 characters.
Selecting this function, display will 
come on with “EDIT SET”. Pushing 
SET again, display will show “1 INPUT 
< SET” blinking number 1.
Pushing + or – input shown will change. 
After input has been chosen, push SET 
again; first character will start to blink.
Pushing + or – character will change. 
Pushing again SET, it will be confirmed 
and second character will blink ect. At 
the end, press “ DIM” button on remote 
control or “SPK OFF” button on front 
panel.
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• Set direct input (BYPASS)

By this function you can configure one 
or more inputs in direct connection to 
power section, bypassing its internal 
preamplifier and volume control.
By pressing « SET » mode, access SET 
ACTIVE INPUT is given and selected 
input is shown. It is also shown if it is in 
direct mode or not.

Further confirming SET, NO (direct 
status deactivated) is shown flashing. 
Status can be changed as active (YES) 
pushing + or – .
Pushing again SET, choice will be con-
firmed. At the end, press “ DIM” button 
on remote control or “SPK OFF” button 
on front panel.

BE CAREFUL BECAUSE UNIT WILL 
FUNCTION LIKE A POWER AMPLIFI-
ER, WITHOUT PREAMPLIFIER SEC-
TION!

• Set active input
By this function you can activate or de-
activate each input except the one se-
lected before entering set menu.
By pressing « SET » mode, access SET 
ACTIVE INPUT is given and the select-
ed input has shown. Pushing + or – , in-
put changes and it is displayed.

Further confirming SET, YES (active 
status) is shown flashing. Status can be 
changed as inactive (NO) pushing + or 
– .
Pushing again SET, choice will be con-
firmed. At the end, press “ DIM” button 
on remote control or “SPK OFF” button 
on front panel.

WE SUGGEST YOU TO DEACTIVATE 
ALL NOT CONNECTED INPUTS
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• Software version

With this indication you may read soft-
ware version used to manage opera-
tion of your FL Three S.

• Set load default

With this function you can reset all pa-
rameters in menus.
Further confirming SET, NO is shown 
flashing. Status can be changed as ac-
tive (YES) pushing + or – .

Pushing “ DIM” button on remote con-
trol or “SPK OFF” button on front panel, 
choice is confirmed.
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Remote control

You will find on remote control the most import-
ant functions present on front panel of amplifier. 
Menu navigation is done with « + » button, cor-
responding to rotate volume knob clockwise, 
or « – » button corresponding to volume knob 
counterclockwise rotation. A reduction in the 
efficiency of remote is a sign of low battery. To 
replace it (1 x 3V, CR2032), open remote con-
trol bottom by loosening screws, using the tool 
provided. Check correct polarity for the new 
battery and insert it in compartment: + pole up-
side.

Mute On/Off

Balance Dimming

Set
menu

Volume/
navigation

Input
select

Listening tips

Even if the device has already been run for fifty hours, during which operations and tests have been 
successfully passed, we advise you to continue for two hundred hours, provided that the running 
occurs in the presence of a signal.
During a long period of disuse, the complete powering off by the switch on the rear panel is recom-
mended. The FL Three S stereo integrated amplifier is able to reveal nuances and extremely subtle 
details present in the recordings, we recommend to combine it judiciously and in synergy with other 
elements of your system, including connections.

Care and maintenance

To remove dust on the box, use a feather duster. Do not attempt to clean the surfaces brushed with 
alcohol or any other similar solvent, using a simple wet microfiber cloth possibly to remove stains.
Do not install the amplifier in a place subject to direct sunlight or close to electroluminescent light 
sources because they can cause troubles with the remote control working.
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Optional boards

The FL Three S stereo integrated am-
plifier has two small removable panels 
on the back where it is possible to in-
sert optional boards, a phono MM/MC, 
and a DAC. Please visit our website to 
see latest news and optional cards for 
your product.
These boards must be installed by 
authorised personnel only.

Technical data

Output power per channel: 					     100/160 Wrms (8/4 Ohm)
Inputs:					      4 unbalanced RCA + 1 balanced XLR
Outputs:		   1 unbalanced RCA + 1 REC unbalanced (RCA)
Amplification stage gain :						       26 dB
Frequency response:					      1 Hz ÷ 450 kHz (max volume, –3 dB)
Slew-rate:								         > 80 V/us
THD:											            <  0,05 %
S/N ratio:										           95 dB
Input impedance:			    unbalanced 51 kOhm/150 pF,  balanced 30 kOhm
Main voltage:					      AC 100, 110/115, 220/230, 240 V , 50/60 Hz
Stand-by power consumption:						       less than 0.5 W
Maximum power consumption:						       400 W
Dimensions and weigth:			   450 x 110 x 440 mm (W x H x D) - 16,5 kg
Shipping dimensions and weigth:		   540 x 250 x 590 mm (W x H x D) - 18.5 kg
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Before connecting any audio cables, be sure that all components in your system are powered off.

If your FL Three S is equipped with a phono board inside, the INPUT n. 1 will be dedicate for it.
If your FL Three S is equipped with a phono board inside, remember the INPUT n. 1 is dedicated to or 
phono cartridges only.

Don’t connect other kind of devices on this input!

Connections from turntable should be through high quality audio interconnects with proper shielding.
We would recommend using audio interconnects less than 1,5 meters in length. 

HOW TO CONFIGURE YOUR PHONO BOARD

In general, the phono board has two, identical group of dip-switch. Always the two dip-switch MUST 
be configured the same way, because one is for left channel and the other one for right channel.
The Phono board can be configured for MM or MC.
Dip-switch n. 1: ON=MC   OFF=MM
To open the small window to modify dip-switch, please use the handscrew supplied for the remote 
control.

PHONO BOARD (optional)
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MM input (dip-switch n. 1=OFF) gain 40 dB:
Connect to this input to MM cartridges only. 
To select the correct input impedance (capacitive), please refer to following table.

MM 1 2 3 4 5 6 7 8

50 pF OFF OFF OFF OFF OFF OFF OFF OFF

100 pF OFF ON OFF OFF OFF OFF OFF OFF

150 pF OFF OFF ON OFF OFF OFF OFF OFF

200 pF OFF ON ON OFF OFF OFF OFF OFF

300 pF OFF ON OFF ON OFF OFF OFF OFF

400 pF OFF ON ON ON OFF OFF OFF OFF

Turntables typically have a pair of RCA style connections that should be plugged directly into the 
INPUT n. 1 of your FL Three S. Most turntables have a separate ground wire and this should be con-
nected to the rear panel gold binding post. If your turntable does not have a separate ground wire, it 
may be advisable to run a separate wire from a metal screw or grounded area of the turntable to this 
post. Turntables are very sensitive to hum and grounding table, head shell or cartridge to FL Three S 
with phono can help lower hum.

MC input (dip-switch n. 1=ON) gain 60 dB:
Connect to this input to MC cartridges only. 
To select the correct input impedance (resistive), please refer to following table.

MC 1 2 3 4 5 6 7 8

20 Ohm ON ON ON ON ON ON ON ON

30 Ohm ON ON ON ON ON OFF OFF OFF

70 Ohm ON ON ON ON OFF ON ON ON

100 Ohm ON ON ON ON OFF ON OFF OFF

250 Ohm ON ON ON ON OFF OFF ON ON

330 Ohm ON ON ON ON OFF OFF ON OFF

1000 Ohm ON ON ON ON OFF OFF OFF ON

For MC cartridges, the maximum resistive 
load is 47000 Ohms. This is the value when 
the dip-switches from n. 6 to n. 8 are OFF. The 
47000 Ohm input value may be lowered by 
adding a resistor on the dedicated sockets as 
shown in picture at side.
When using custom resistors, please make sure 
that you are using correct type resistors, i.e. 0.25 
watt. In all cases, you MUST use the exact same 
resistor value for both right and the channel of 
same input.
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Before connecting any audio cables, be sure that all the components in your system are powered 
off.
If your FL Three S has equipped with a DAC board inside, the INPUT n. 6 will be available  for it.
The USB DAC board can manage only PCM files up to 24bit 192KHz.
The USB input has been insulated by an ADuM (from Analog Devices) to prevent any noise from the 
computer. The USB cable is not supplied.
Windows users must download and install the driver from our website (www.audia.it) in download 
section.

DAC BOARD (optional)
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Notes
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Warranty

Audia warrants materials, workmanship and proper functioning for a period of two years. The Italian 
warranty is valid from the purchase date shown on the receipt and only in Italy. Unauthorized disman-
tling of the product will render this warranty void. Audia reserves the right to make changes in de-
sign and improvements upon its products without necessarily assuming an obligation to retrofit such 
changes upon previously manufactured models. Audia shall in no event be obligated for any inciden-
tal or consequential damages as a result of any defect or any warranty claim, whether expressed or 
implied. Any replacement of parts not covered by the warranty will be charged to the customer. Any 
unit requiring repairs must be taken to the retailer in its original packaging for delivery to our offices 
or authorized service center with a description of the defect. If shipping is required, such costs are 
charged to the client. For all foreign markets, the Audia local distributor is responsible for establishing 
any and all rules governing warranty in accordance with the rules and regulations that apply in each 
country. This includes length of warranty, location where repairs may be effected, costs, if any, and 
conditions pertinent to fulfilling the conditions of warranty.
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