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Audia Flight congratulates you and thanks you for choosing one of our products 
to enhance your sound system. The FLS Optional boards have been meticulously 
designed to be among the finest audio equipment available on the market today.
This commitment required all of our brand’s expertise, adherence to the highest 
standards, the application of cutting-edge techniques, and the use of top-quality 
components. Each unit is crafted with the utmost attention to detail and precision, 
without compromise.
You can be confident that your device will provide many years of exceptional musi-
cal enjoyment.
This manual is designed to guide you and help you get the best possible perfor-
mance from your optional board.



FLS DAC board

FLS DAC board has been designed with intention of being the best D/A converter 
board complement for FLS series (currently the preamplifier FLS 1, the integrated 
amplifiers FLS 9 and FLS 10). The board has already been run for about 50 hours 
during which conformity and operating tests have been also carried out. For best 
performance we advice you to go on running for 100 hours more. Remember that it 
means in operating presence of signal. 

Connection

Before connecting any audio cables, be sure that all components in your system are 
powered off.
When your FLS unit is equipped with this DAC board, five new digital inputs will be 
added. These five inputs are available on the display by using input selector and vol-
ume knob or with the IN and + / – keys of remote control.

Here is a table for these digital inputs:

Input name Type Specifications

DIGIT 1 optical Toslink

DIGIT 2 optical Toslink

DIGIT 3 AES/EBU Balanced, XLR plug, 110 ohm

DIGIT 4 S/PDIF coaxial Single ended, RCA plug, 75 ohm

DIGIT 5 USB USB A/B cable

Connect each input you want to use with the source using proper and high quality 
cable.

When a digital input is selected, its name 
appears on first line of the screen’s dis-
play followed by the format of digital 
signal locked and its sampling rate fre-
quency.
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SET menu configuration

Connecting the FLS DAC board, the software provides three new additional func-
tions of SET menu configuration. 
These functions only apply to the five digital inputs of FLS DAC board that are also 
concerned by some of the pre-existing functions of the SET menu.
Here is a table of all the functions available by SET menu, blue highlighted entries 
are referred to DAC settings.

Keys actions Screen display Function

SET GAIN INPUT Gain setting of each input

1 x (+) NAME INPUT Rename each input

2 x (+) ACTIVE INPUT Activation mode of each input

3 x (+) DIRECT INPUT Direct connection mode of each input

4 x (+) IR Remote control mode

5 x (+) MUTE Level mute setting (-30 dB or -90 dB)

6 x (+) PCM FILTER PCM filter choice

7 x (+) DSD FILTER DSD filter choice on USB input

8 x (+) DITHER ACTIV PCM dithering mode

9 X (+) LOAD DEFAULT Reset of the configuration

10 X (+) SOFTWARE Software version

Entering this mode is done by pressing SET button on front panel or the SET key of 
the remote control. Navigation is done by rotating volume knob on front panel or + 
/  – keys of remote control.
SET key allows you to access each item. Rotating clockwise the volume knob or 
pressing + key allows you to scroll down the different modes in the order of table 
above. Rotating counter-clockwise volume knob or pressing the – key it will scroll up. 
The same actions are also used  to scroll through sub-modes.  Choices are indicated 
by flashing characters on display and scrolled by using volume knob or + / – keys. 
Confirmation of selection is effective after a few seconds without any action and after 
end of flashing. Heading (or sub-heading) is displayed again to move to another one 
or after few seconds it returns to the initial screen. All settings are stored. Here are the 
new functions of SET menu.
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• mode SET PCM FILTER

By this function you can choose PCM fil-
ter is applied to each digital input. Each 
one of the 7 filters (from 0 to 6) have its 
roll-off frequency and slope that affect 
slightly the sound. See table to illustrate 
differences among the 7 PCM filters.

Upon entering this mode, display shows one of digital inputs on second line. By acting 
SET, you confirm the selection of this input, otherwise you can choose another input with 
volume knob or + / – keys and confirm choice with SET. The number of the PCM filter 
will then go on flashing on the right side of this second line. It will be validated after few 
seconds without action wand the character stops flashing. Otherwise, you can choose 
another number of PCM filter with the volume knob or the + / – keys. Validation is after few 
seconds and end of flashing. The same operation can be done with another input, other-
wise display returns in initial mode.

Filter Name Impulse response

0 Fast Roll-Off
Linear 
Phase

1 Slow Roll-Off
Linear 
Phase

2 Apodizing
Fast Roll- Off

Linear 
Phase
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Filter Name Impulse response

3 Fast Roll-Off
Minimum 

Phase
(default)

4 Slow Roll-Off
Minimum 

Phase

5 Hybrid
Fast Roll-Off

Minimum 
Phase

6 Brickwall
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• mode SET DITHER ACTIV

Dithering is a random digital noise that is 
added to incoming PCM signal to make 
distortion, due to quantization errors, 
less unpleasant after conversion. It can 
improve sound of the weakest signals in 
particular. It can be applied on each one 
of the 5 inputs.

• mode SET DSD FILTER

By this function you can choose the fil-
ter applied on DSD stream of USB input 
(DIGIT 5).Two filters are available in the 
analog domain after conversion: LOW 
(roll-off at 50 kHz and soft slope) or HIGH 
(roll-off at 70 kHz and sharp slope).

Upon entering this mode, display shows one of digital inputs on second line. If input 
is not DIGIT 5 or USB, please get it by navigation with volume knob or + / – keys. Then 
by acting  SET, LOW or HIGH will go on flashing on the right side of second line. You 
can choose one of two DSD filters that will be validated after few seconds at end of 
flashing. 
If another input is selected, LOW or HIGH will not go on flashing because this choice 

is not available. Display returns to initial mode screen.

This mode operates in the same way as PCM FILTER mode. Display shows on sec-
ond line one of the 5 inputs. A SET action will produce the YES or NO flashing. Choice 
is validated after few seconds and end of flashing. Choice can be done for another 
input or the screen returns in the initial mode.

These settings are referred to 1.38 software version of the unit that houses the 
card. Previous releases support anyway all these functions but the entries not 
shown in this manual are not active.
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FLS DAC board technical data

Digital audio inputs

Optical:		  2
Input signal format:	 32 kHz to 192 kHz 16 to 24 bit linear PCM

RCA (S-PDIF):	 1
Input level:		  0,5 V pp
Input impedance:	 75 Ohm
Input signal format:	 32 kHz to 192 kHz 16 to 24 bit linear PCM

XLR (AES/EBU):	 1
Input level:		  3 to 10 Vpp
Input impedance:	 110 ohm
Input signal format:	 32 kHz to 192 kHz 16 to 24 bit linear PCM

USB	1 Input
signal format:	 32 kHz to 384 kHz 16 to 32 bit linear PCM
			   DSD 2.8 MHz, 5.6 MHz, 11.2 MHz, 22.5 MHz

Frequency response:	0.5 Hz to 20 kHz ± 0.1 dB
Dynamic Range:	 133 dB
Noise:		  > 120 dB
THD + noise:		 <  0,01%
Digital inputs: one asynchronous USB input (with Galvanic isolation) 
PCM 32 bit 384KHz and DSD512		
4 digital inputs with Galvanic isolation (two optical, one AES/EBU, one 
SPDIF)  full balanced configuration



		  FLS Streamer DAC board

FLS Streamer DAC board has been designed with intention of combining the 
characteristics of a top level D/A converter and a high-end streamer for the most 
common music sharing platforms. This board is complement for FLS series models 
(currently the preamplifier FLS 1, the integrated amplifiers FLS 9 and FLS 10). The 
board has already been run for about 50 hours during which conformity and operating 
tests have been also carried out. For best performance we advice you to go on running 
for 100 hours more. Remember that it means in operating presence of signal. 

Connection

Before connecting any audio cables, be sure that all components in your system are 
powered off.
When your FLS unit is equipped with this Streamer DAC board, four new digital in-
puts will be added. These four inputs are available on the display by using input se-
lector and volume knob or with the IN and + / – keys of remote control.

Here is a table for these digital inputs:

Input name Type Specifications

DIGIT 1 optical Toslink

DIGIT 2 optical Toslink

DIGIT 3 AES/EBU Balanced, XLR plug, 110 ohm

DIGIT 4 S/PDIF coaxial Single ended, RCA plug, 75 ohm

STREAMER LAN/WI-FI/USB From streaming or local memory device

Connect each input you want to use with the source using proper and high quality cable.

When a digital input is selected, its name 
appears on first line of the screen’s dis-
play followed by the format of digital 
signal locked and its sampling rate fre-
quency.
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SET menu configuration

Connecting the FLS Streamer DAC board, the software provides three new addition-
al functions of SET menu configuration. 
These functions only apply to the five digital inputs of FLS Streamer DAC board that 
are also concerned by some of the pre-existing functions of the SET menu.
Here is a table of all the functions available by SET menu, blue highlighted entries 
are referred to DAC settings.

Keys actions Screen display Function

SET GAIN INPUT Gain setting of each input

1 x (+) NAME INPUT Rename each input

2 x (+) ACTIVE INPUT Activation mode of each input

3 x (+) DIRECT INPUT Direct connection mode of each input

4 x (+) IR Remote control mode

5 x (+) MUTE Level mute setting (-30 dB or -90 dB)

6 x (+) PCM FILTER PCM filter choice

7 x (+) DSD FILTER DSD filter choice on USB input

8 x (+) DITHER ACTIV PCM dithering mode

9 X (+) LOAD DEFAULT Reset of the configuration

10 X (+) SOFTWARE Software version

Entering this mode is done by pressing SET button on front panel or the SET key of 
the remote control. Navigation is done by rotating volume knob on front panel or + 
/  – keys of remote control.
SET key allows you to access each item. Rotating clockwise the volume knob or 
pressing + key allows you to scroll down the different modes in the order of table 
above. Rotating counter-clockwise volume knob or pressing the – key it will scroll up. 
The same actions are also used  to scroll through sub-modes.  Choices are indicated 
by flashing characters on display and scrolled by using volume knob or + / – keys. 
Confirmation of selection is effective after a few seconds without any action and after 
end of flashing. Heading (or sub-heading) is displayed again to move to another one 
or after few seconds it returns to the initial screen. All settings are stored. Here are the 
new functions of SET menu.
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• mode SET PCM FILTER

By this function you can choose PCM fil-
ter is applied to each digital input. Each 
one of the 7 filters (from 0 to 6) have its 
roll-off frequency and slope that affect 
slightly the sound. See table to illustrate 
differences among the 7 PCM filters.

Upon entering this mode, display shows one of digital inputs on second line. By acting 
SET, you confirm the selection of this input, otherwise you can choose another input with 
volume knob or + / – keys and confirm choice with SET. The number of the PCM filter 
will then go on flashing on the right side of this second line. It will be validated after few 
seconds without action wand the character stops flashing. Otherwise, you can choose 
another number of PCM filter with the volume knob or the + / – keys. Validation is after few 
seconds and end of flashing. The same operation can be done with another input, other-
wise display returns in initial mode.

Filter Name Impulse response

0 Fast Roll-Off
Linear 
Phase

1 Slow Roll-Off
Linear 
Phase

2 Apodizing
Fast Roll- Off

Linear 
Phase
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Filter Name Impulse response

3 Fast Roll-Off
Minimum 

Phase
(default)

4 Slow Roll-Off
Minimum 

Phase

5 Hybrid
Fast Roll-Off

Minimum 
Phase

6 Brickwall
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• mode SET DITHER ACTIV

Dithering is a random digital noise that is 
added to incoming PCM signal to make 
distortion, due to quantization errors, 
less unpleasant after conversion. It can 
improve sound of the weakest signals in 
particular. It can be applied on each one 
of the 5 inputs.

• mode SET DSD FILTER

By this function you can choose the fil-
ter applied on DSD stream of USB input 
(DIGIT 5).Two filters are available in the 
analog domain after conversion: LOW 
(roll-off at 50 kHz and soft slope) or HIGH 
(roll-off at 70 kHz and sharp slope).

Upon entering this mode, display shows one of digital inputs on second line. If input 
is not DIGIT 5 or USB, please get it by navigation with volume knob or + / – keys. Then 
by acting  SET, LOW or HIGH will go on flashing on the right side of second line. You 
can choose one of two DSD filters that will be validated after few seconds at end of 
flashing. 
If another input is selected, LOW or HIGH will not go on flashing because this choice 

is not available. Display returns to initial mode screen.

This mode operates in the same way as PCM FILTER mode. Display shows on sec-
ond line one of the 5 inputs. A SET action will produce the YES or NO flashing. Choice 
is validated after few seconds and end of flashing. Choice can be done for another 
input or the screen returns in the initial mode.

These settings are referred to 1.38 software version of the unit that houses the 
card. Previous releases support anyway all these functions but the entries not 
shown in this manual are not active.



LAN

Selecting STREAMER input 5, streaming 
function will be enabled.
The device that will be used as remote 
control must have installed the control 
app on. The free app for remote control is 
“mconnect Player Lite”, available on Google Play Store or Apple Store, depending 
on devices to be used. Install the app on the device you wish to use as remote con-
trol. This device must be connected to same local wifi network (modem/router) as 
streamer board.
LAN port. To be used to connect streaming board to modem/router. Modem/router 
must have an internet connection active, otherwise remote control software doesn’t 
work. 
USB port. To be used only to connect USB memory devices containing music files.  

This port is directly connected to 
internal streamer circuitry. It is not 
suited for external solid state hard 
disks, due to limitation of current 
output (500 mA max).

USB
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Once the application has been installed, 
this is what you see on the screen.

Under the “Play to” label, select the CON-
VERS Audia Flight option. It appears 
available only if both remote control and 
streamer are connected to same router.

LAN connection: connect streaming 
board to your router with LAN cable. 
No further steps are required. LAN 
connection is always recommended.
WiFi connection: press WiFi button 
on streaming board for 10 seconds. 
Press WPS button on your AP router. 

The board will connect to your AP 
router.
Reset button: pressing the Reset but-
ton for 2 seconds, information set by 
user will be replaced with default val-
ues (Factory Reset). Any previous info 
about network will be deleted.
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Under “Browser” label, select the CON-
VERS Audia Flight Server option. 

Now you can access the folders of 
memory device, if any.
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Entering the folder, you can choose 
track.

Playing track, display appears this way.
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FLS Streamer DAC board technical data

Digital audio inputs

Optical:		  2
Input signal format:	 32 kHz to 192 kHz 16 to 24 bit linear PCM

RCA (S-PDIF):	 1
Input level:		  0,5 V pp
Input impedance:	 75 Ohm
Input signal format:	 32 kHz to 192 kHz 16 to 24 bit linear PCM

XLR (AES/EBU):	 1
Input level:		  3 to 10 Vpp
Input impedance:	 110 ohm
Input signal format:	 32 kHz to 192 kHz 16 to 24 bit linear PCM

Frequency response:	0.5 Hz to 20 kHz ± 0.1 dB
Dynamic Range:	 133 dB
Noise:		  > 120 dB
THD + noise:		 <  0,01%
Digital inputs: one asynchronous USB input (with Galvanic isolation) PCM 32 
bit 384KHz and DSD512		
4 digital inputs with Galvanic isolation (two optical, one AES/EBU, one SPDIF)  
full balanced configuration
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FLS Phono board

The unit has already been run for about 50 hours, during which conformity 
and operating tests are also carried out; for best performance we advice you 
to go on with running for 100 hours more. Remember that this is meant in op-
erating presence of signal.
Before connecting any audio cables, be sure that all components in your sys-
tem are powered off.
When your FLS unit is equipped with a phono board, unit will add two inputs 
for cartridges, “INPUT MC” and “INPUT MM”.
DON’T CONNECT OTHER KIND OF DEVICES ON THESE INPUTS.
Connections from turntable should be through high quality audio intercon-
nects with proper shielding. We would recommend using audio interconnects 
less than 1,5 meters in length.

Connection

Before connecting any audio cables, be sure that all components in your sys-
tem are powered off. When your FLS unit is equipped with this Phono board, 
two new inputs will be added, PHONO MC and PHONO MM. 

12345678 12345678

How to configure your Phono board

Phono board has two, identical group of dip-switch (see above). The two dip-
switch MUST be configured always the same way, because one is for the left 
channel and the other one for the right channel.
Picture shows the dip-switches position in “OFF”.
Group switches from 1 to 5 are dedicated for MC input load selection.
Group switches from 6 to 8 are dedicated for MM input load selection.
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MC input
Connect to this input to MC cartridges only. The gain of MC input is 60 dB.
To select the correct input impedance (resistive), please refer to Table 1.
If it is necessary to use a different load value from Table 2, select the switches from 1 
to 5 all in OFF position and insert custom resistors in the two sockets as in following 
picture.
Please be sure that you use correct type resistors, i.e. 0.25 watt.
In all cases, you MUST use exact same resistor value for both right and left channel.

Table 1

MC 1 2 3 4 5

20 Ohm ON ON ON ON ON

25 Ohm ON OFF ON ON ON

30 Ohm ON OFF OFF OFF OFF

70 Ohm OFF ON ON ON OFF

100 Ohm OFF ON OFF OFF OFF

200 Ohm OFF OFF ON ON ON

250 Ohm OFF OFF ON ON OFF

330 Ohm OFF OFF ON OFF OFF

600 Ohm OFF OFF OFF ON ON

1000 Ohm OFF OFF OFF ON OFF

1500 Ohm OFF OFF OFF OFF ON

RX LRX R
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MM input
Connect to this input to MM cartridges only. The gain of MM input is 40 dB.
To select the correct input impedance (capacitive), please refer to Table 2.
Most turntables have a separate ground wire and this should be connected to the 
rear panel gold binding post (GND). If your turntable does not have a separate ground 
wire, it may be advisable to run a separate wire from a metal screw or grounded area 
of the turntable to this post. Turntables are very sensitive to hum and grounding table, 

head shell or cartridge to Phono board can help lower hum.

Table 2

MM 6 7 8

50 pF OFF OFF OFF

100 pF ON OFF OFF

150 pF OFF ON OFF

200 pF ON ON OFF

250 pF OFF OFF ON

300 pF ON OFF ON

350 pF OFF ON ON

400 pF ON ON ON



FLS RCA board

FLS RCA board allows you to expand input number with two more unbalanced RCA 
inputs. New inputs will be nominated 6 and 7.

Connection

Before connecting any audio cables, be sure that all components in your system are 
powered off.
When your FLS unit is equipped with this RCA board, two new analogue inputs will 
be added. These inputs are available on the display by using input selector and vol-
ume knob or with the IN and + / – keys of remote control.
Connect each input you want to use with the source using proper and high quality 
cables.
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FLS XLR board

FLS XLR board allows you to expand input number with two more balanced XLR 
inputs. New inputs will be nominated 10 and 11.

Connection

Before connecting any audio cables, be sure that all components in your system are 
powered off.
When your FLS unit is equipped with this XLR board, two new analogue inputs will 
be added. These inputs are available on the display by using input selector and vol-
ume knob or with the IN and + / – keys of remote control.
Connect each input you want to use with the source using proper and high quality 
cables.
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Notes

Optional boards combination

The FLS units have two small removable panels on the back where it is possible to 
insert the optional boards.
Due to shape of each optional board panel, two boards can be mounted together 
considering these constraints.

•	 FLS DAC, Streamer DAC and FLS XLR can be mounted only in A bay.
•	 FLS MC/MM Phono and FLS RCA can be mounted only in B bay.

A bay

B bay
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Warranty

Audia warrants materials, workmanship and proper functioning for a period of two 
years. The Italian warranty is valid from the purchase date shown on the receipt and 
only in Italy. Unauthorized dismantling of the product will render this warranty void. 
Audia reserves the right to make changes in design and improvements upon its 
products without necessarily assuming an obligation to retrofit such changes upon 
previously manufactured models. Audia shall in no event be obligated for any inci-
dental or consequential damages as a result of any defect or any warranty claim, 
whether expressed or implied. Any replacement of parts not covered by the warran-
ty will be charged to the customer. Any unit requiring repairs must be taken to the 
retailer in its original packaging for delivery to our offices or authorized service cen-
ter with a description of the defect. If shipping is required, such costs are charged 
to the client. For all foreign markets, the Audia local distributor is responsible for es-
tablishing any and all rules governing warranty in accordance with the rules and 
regulations that apply in each country. This includes length of warranty, location 
where repairs may be effected, costs, if any, and conditions pertinent to fulfilling the 
conditions of warranty.
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